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REV DATE BY CHK APR DESCRIPTION ECN

TITLE

VERTICAL WIRE SADDLES - VWS3750, VWS3775 &
VWS50100

CUSTOMER DRAWING
ITEM REVISION NAME

DATASET FILE NAME

MATERIAL:
UNLESS OTHERWISE SPECIFIED,

DIMENSIONAL TOLERANCES ARE: IN [mm]
NYLON 6.6

.X .XXX .031
.XX ANGLES 

DRAWING NUMBER:
THIRD ANGLE
PROJECTION 10B233AB_DC

DRAWN BY DATE CHK SCALE SIZE

GILES 4/15/15 NONE SHT 1 OF 1 A

PANDUIT
PART NUMBER

DIMENSION

A B C

VWS3750 0.375
(9.5)

0.500
(12.7)

0.900
(22.9)

VWS3775 0.375
(9.5)

0.750
(19.0)

1.172
(29.8)

VWS50100 0.500
(12.7)

1.000
(25.4)

1.425
(36.2)

 NOTES:
      1) HOLE SIZE 0.187/0.192 (4.7/4.9 mm)

      2) PANEL THICKNESS 
         0.030/0.080 (0.8/2.0 mm)

      3) MAX BUNDLE CAPACITY = A x B 

(6.4)
 REF.

C

A

B

   (0.51)
    REF.

0.25

0.02

        (14.2)
         REF.

0.56

(5.8)
 REF.

0.23


